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• Temp tolerance reduces frequent relay
switching, lowers operating noise and extends
component lifespan

• Setback mode actively reduces heating
temperature for lower energy consumption

• Selectable room or floor sensor with dual-sensor
protection for safe floor heating control

• Adjustable temperature limits for setting custom
minimum and maximum temperatures

The ET29 is a mechanical, manually controlled                            
thermostat that uses both room and floor sensors for 
precise temperature control. 

The thermostat can configure different adapters to 
replace the middle frame according to the needs of 
customers. In addition, we have two different types of 
knobs as standard for customers to change freely.
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The ET-29 is suitable for:
• Living rooms
• Bathrooms
• Technical rooms
• Marine cabins
• Residential homes & new-builds
• Standard wall boxes
• Most underfloor heating systems

Applications



Technical specifications
Voltage

Max. load

Temp. setting range

Temp. tolerance range

Setback

Floor temp. limit protection

Sensor

120-240Vac 50/60 Hz

16A 

+5 to +35°C

1-3°C

4-8°C

30°C

Room + Floor
Certification

Sensor type

Standby power

Dimensions

CE

NTC 3950 10K 1%

<1W

84*84*52mm

Functions
• Suitable for electric underfloor heating and heating mats
• Includes both floor (NTC) and room sensors for precise temperature

control
• External floor sensor (NTC type)
• Adjustable temperature range: +5 to +35 °C
• Energy-efficient through accurate temperature regulation
• Clear, user-friendly display showing set temperature and heating status
• Operated via display, rotary knob, and push buttons
• Easy installation in standard wall boxes
• Quick setup: connect power and sensor, immediately ready for use


